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77777 = ——AC. PAVEMENT

(203.2mm) 8" CONCRETE COLLAR — CLASS A 6—SACK,
3000 PSI

! W~ T—— 3" OR 6" RISER RINGS

(152.4mm)
: PRECAST CONCRETE (TYPICAL)
(609.6mm) MANHOLE WALLS SHALL BE A
PRECAST TYPE CONFORMING TO
ASTM_STANDARD C478-61T
FOR CLASS 2 REINFORCED

77777

CONCRETE PIPE.
lJOINT‘S TO BE SET IN A WATERTIGHT
SEALANT, GROUTED INSIDE AND OUT—
SIDE, APPROVED BY THE CITY ENGINEER
n
% NOTES:
B > 1. MANHOLES SHALL BE WATERTIGHT
o 48" ] 4 2. BROKEN OR CHIPPED RINGS AND
] — NES SHALL N ,
(101.6mm) (1.2m) ::1(101.6mm) e B PR, APPROVAL
. FROM THE CITY ENGINEER.
—h b 3. PRECAST REINFORCED MANHOLE
s BASES WITH INFLOW AND OUT-
e FLOW COUPLINGS SHALL BE CAST
= £ et I IN AT ENGINEERED INVERT, ANGLE
. o AND SLOPE ELEVATIONS AT A
R N fLow 0.1 MIN. GRADIENT.
o N
- 4. THIS STRUCTURE SHALL BE INSTALLED
T \‘SE%V%ETA"- AT A LOCATION DIRECTED BY THE
f A CITY ENGINEER.
(203.2mm) 60" (1.5m) MIN.
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